Coding and Marking Printers

With marking printers, you can print barcodes,
dates, batch numbers and other variable information
directly onto labels, packaging and products.

The printers use InkJet technology, producing sin-
gle-colour prints with fast-drying, water-based inks.
They come standard with a black ink cartridge, while
additional colours - white, orange, red, blue, green
and yellow - are available depending on the model.

Printing can be performed on a wide variety of ma-
terials, including paper, plastic, glass, wood, leather
and metal, with results that are crisp, durable and
highly legible

The printers are easy to operate, featuring us-
er-friendly touchscreen controls and versatile built-in
software offering numerous printing and configura-
tion options.

A wide range of printable elements is supported -
Text, numbers and dates; Automatically generated
barcodes; Images and logos; Conditional data fields
for dates, batches or serial numbers.

It is also possible to import external files via fUSB
flash drive.

The devices share similar parameters but are of-
fered in several versions depending on the product
type and marking application:

® Mini Handheld Marking Printer

®* Handheld Marking Printer

® Static Marking Printer

® Inline Marking Printer

Each printer allows customisable layouts, including
single or multi-line designs, with adjustable charac-
ter size and line spacing according to the permissible
print height.

Every printer is supplied fully equipped with
all necessary accessories and one ink cartridge.
Models designed for automatic operation include an
optical sensor, while inline versions are supplied with
mounting brackets for easy installation.
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Coding and Marking Printers

Resolution

Print Mode

Print Height

Print Lenght

LCD Display

Storage

Print Start

Print Speed

Print Distance

Ink Cartridge

Ink
Consumption

Price

Mini

Handheld

300 to 600

dpi

Manual

127 mm

2.4"

500 MB

Button

42 ml

Handheld
12.7 mm

300 to 600
dpi

Manual and
Automatic

127 mm

20 000 mm

4.3"

500 MB

Button and
Sensor

50 m/min

3-4 mm

42 ml

Handheld
25.4 mm

300 to 600
dpi

Manual and
Automatic

25.4 mm

20 000 mm

4.3"

500 MB

Button and
Sensor

50 m/min

3-4 mm

45 ml

Static
60 mm

300 to 600
dpi

Manual

127 mm

60 mm

500 MB

Button
Sensor and
Pedal

50 m/min

1-5mm

42 ml

Static
100 mm

300 to 600
dpi

Manual

127 mm

100 mm

7||

500 MB

Button
Sensor and
Pedal

50 m/min

1-5mm

42 ml

Inline 5"

300 to 600
dpi

Automatic

127 mm

20 000 mm

500 MB

Sensor

50 m/min

3-4 mm

42 ml

~ 300,000 characters at a minimum size of .2 mm

Inline 7"

300 to 600

dpi

Automatic

127 mm

20 000 mm

500 MB

Sensor

50 m/min

3-4 mm

42 ml



